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CRADLE (FIXED) 

BASE (RELOCATABLE) 

SKID (MOBILE) 
5000L maximum size 

TANK DIMENSIONS 

Litre 1000 2000 5000 10 000 15 000 20 000 30 000 40 000 50 000 

L 1 500 1 800 2 400 4 800 3 600 4 820 7 230 9 640 12 000 

D 956 1 206 1 730 1 730 2 412 2 412 2 412 2 412 2 412 

DIMENSIONS  

Double or Single Skin Construction available 
 
Standard Unit                                                                             
·  Fill point (lockable)   ·     Dip point and Stick               
·  Suction    ·     Ladder (5k and over)            
·  Vent    ·     Manhole (5k and over)         
·  Top spill containment 
                                                                                                                                                                     
               
Finish                                                                                             
·  Blast to Sa2.5 (Baremetal), Inorgamic Zinc, Epoxy prime and 2 pot urethane top coat. 

Class 3c 

Optional extras 
·  Integrated Pump station (Std or Lockable) 
·  Verandah 
·  Extra connections 
·  Transfer pump                                                                                                      
·  ISO container base 

DIESEL FUEL STORAGE TANKS 

CONTAINERIZED (RELOCATABLE) 
shown with optional Verandah 



Litre 
 

L D 

1000 1 540 990 

1300 1 540 1 160 

1500 1 835 1 050 

DIMENSIONS  

TRAILER MOUNTED FUEL FILL TANKS 

Design 
Standard Fittings                                                             

·  Honda pump set. 
·  4m Hose. 
·  Standard Nozzle. 
·  Inline filter. 
·  Vent. 
 

Manufacture 
·  Made from mild steel to high standards of manufacture 
·  Standard model - Single Axle - shown 
·  Custom versions available on request 
 

NOTE: THESE TRAILERS ARE STREET LAWFUL FOR TOWING WHEN FILL OF 
FLUID AND FITTED WITH BRAKES AND ROLL OVER VALVE. 

 
·  Brakes & lights. 
·  Roll over valve. 
·  Hose length. 
·  Anti syphon valve. 
·  Tandem axle. 
·  Galv. chassis & guards.

Optional extras                                                             
·  Dip point. 
·  Isolating ball valve. 
·  Jockey wheel. 
·  Fill connection. 
·  Hose bracket & nozzle 

·  Meter. 
·  Pump of choice. 
·  Metering system. 
·  ZVA nozzle. 
·  Galv. pump cabinet. 
·  Dip stick. 

DIESEL TRAILER TANK Class 3C 

Litre 
 

L D 

1350 1 900 980 

1500 1 900 1 030 

DIMENSIONS  

Design 
Standard Unit 

·  Aluminum tank. 
·  Galv. chassis & guards. 
·  Air or electric pumping systems. 
·  4 Wheel disc brakes. 
·  Hose rewind. 
·  Metering system. 
 

Manufacture 
·  Standard model - Double Axle - shown 
·  Custom versions available on request 
 
NOTE: THESE TRAILERS ARE STREET LAWFUL FOR TOWING WHEN FILL OF FLUID. 
 
 

·  Full valve protection. 
·  ZVA nozzle & 10m hose. 
·  Lockable service cabinet. 
·  Fire extinguisher. 

AVIATION TRAILER TANK Class 3A 



·  Lubricant storage tanks 
·  Ute fuel storage tanks 
·  Trolleys 

Litre 
 

D H 

1000 1 265 955 

2000 1 225 1 790 

5000 2 250 1 300 

9000 2 250 2 400 

DIMENSIONS  

TANK DIMENSIONS 

Our manufacturing facility is located in Bromley, Christchurch and is also home to the engineering sales and administration teams. Our 
staff include professional engineers, CAD designers, Skilled trades, accounting and administration people. As well as 
 manufacturing a range of standard products, the company is geared to design, develop and manufacture to customers specifications. 

THE COMPANY. 

ENVIROVAULT CONCRETE 
FUEL STORAGE TANKS 

Telephone: (03) 389 7149 
Freephone: 0800 829-622 
Fax: (03) 389-7078 
Email: tanks @taymac.co.nz 

19 Taurus Place, Bromley, 
P.O. 19-757 Woolston, 
Christchurch, New Zealand. 

Taymac has a policy of uninterrupted research, development and product improvement and reserves the right to change design and specifications without notice 

Standard Fittings 
·  Suction outlet  
·  Return inlet 
·  Fill and cap 
·  Vent 
 
Manufacture 
·  Standard model shown, custom versions available on request. 
·  Tank  made from Mild steel and Vault from Concrete to the highest standards of manufacture. 
 
Finish  
·  Inner steel tank has one coat primer. 
 
Design 
·  Fuel tanks design to “The Dangerous Goods (Class 3 - Flammable Liquids) 

·  Galvanized ladder 
·  Four hour fire rating. 
·  Antiballistic qualities 
·  Vandal impact & theft resistant. 

·  Removal lid 
·  No concrete foundation required 
·  Environmentally friendly.  

OTHER PRODUCTS. 

Class 3c 


